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ADDENDUM NO, 2

The ‘Architect/ Engineer issues this addendum, applicable to the above named project, to all known
Contractors before receipt of proposal. v ‘

This addendum includes Item Number 2-1 thry 2-2. This addendum item shall be fully incorporated into
the Bidding/Contract Documents and have the same force and effect as though originally included.

The Bidder shall acknowledge raceipt of this Addendum No. 2 on the Bid Proposal Form in the place
provided,

Architectural ,

Drawings

item 2-1: Supplemental Drawing SD-1
Note: Conltractor’s Option per Shade System Mft's requirements:
If shade system allows sufficient lead length between shade motor and motor controller,
conduit, j boxes and motor controller boxes may be located above the ceiling as shown on
Supplemental Drawing A-1. Ngte: all herizontal conduit and boxes to be located above
the ceiling and not exposed. Conduit shall be exposed only where vertical runs extend to
shade motor locations. Vertical conduit shall be held tight to gpdw and window frames.

item 2-2: Drawing Sheet E0.1

Refer to the General Note within the box, next to the Electrical Abbreviations and Symbols
Legend. Given the variance of shade systems and slectrical requirements of gach
system, the conduit and boxes may be located as shown on Supplemental Drawing A-1 if
the system allaws. All horizontal conduit and boxes are to be Goncealed and not exposed,
Conduit shall be exposed only where vertical runs extend to shade motor locations.
Vertical conduit shall be held tight to gpdw and window frames.

NOTE: Shade control switch Jocations and windows covered per shade shall not be
modified from what is documented on the drawings.
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NEW UINDOW BHADE ROLLER HOUSING
MONT TO EXISTING ALUM FRAMING SYSTEM
CLEAR ANCDIZED ALUMINUM FINISH

EXPOBEDCQ(DUItTIGHTTOFACE —
CF GPDU AND FACE OF WINDOW FRAMING SYSTEM ) !

CLEAN CONDUIT CF DIRT/OIL, NATURAL FINISH
CLEAN CONDUIT CF DIRT/OIL, NATURAL FINISH

CONT. (PER SHADE) BOTIOM HEM BAR —
& TO.UNDOW BILL
PR . g

VERTICAL, EXPOSED CONDUIT AT SHADE MOTOR LOCA »ﬁ ]

NEW J BOXES PER ELECTRICAL PLANS |
MOUNT TO EXIBTING STRUCTURE AS REQD. L) e

ALL HORIZONTAL CONDUIT AND BOXES TO BE WITHN —HiH ;
CEILING SPACE. NO HORIZONTAL CONDUIT TC BE

NEW MOTOR CONTROLLER BOX
MOUNT TO EXISTING STRUCTURE AS REQ'D.
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r Th e Eiseley and Walt Branch Librories Window Shades Package
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